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POLE MOUNTED SERVICE INSTALLATIONS

SERVICE GROUNDING

TYPE OF SERVICE (TYPICAL)

TYPE ˛˛ TYPE ˛˛˛
SIDE VIEW

TOP VIEW

TYPE BTYPE A

6"

1�"C, Min

 

1�"C, RAIN TIGHT CONDUIT HUB

BY THE SERVICE UTILITY)

LOCATED IN PULL BOX IF PERMITTED

GROUNDING ELECTRODE (MAY BE

1�"C, Min

10"

7"

1
’
-
6
"

1
0
’
-
0
"

 

�"C, GROUNDING ELECTRODE CONDUCTOR

CONDUCTOR FROM MECHANICAL DAMAGES

ELECTRODE TO PROTECT GROUNDING ELECTRODE

CONDUIT MUST EXTEND UP TO GROUNDING

FOR THREADED RIGID CONDUIT

SWIVEL TYPE GROUND CLAMP

CONDUCTOR FROM MECHANICAL DAMAGES

ELECTRODE TO PROTECT GROUNDING ELECTRODE

CONDUIT MUST EXTEND UP TO GROUNDING

FOR THREADED RIGID CONDUIT

SWIVEL TYPE GROUND CLAMP

Min

18"

�" BORDER

GASKET, Typ

1�"C, NIPPLE

GROUNDING BUSHING

LOAD CONDUIT

SD IN NEMA

3R ENCLOSURE

SD IN NEMA 3R ENCLOSURE

GROUNDING BUSHING

�"C, GROUNDING ELECTRODE CONDUCTOR

LOAD CONDUIT

0.165" SHEET METAL (Galv) SERVICE FRAME

�" EXTERIOR PLYWOOD (PAINTED) OR

CONTROLLER CABINET

GROUNDING BUSHING

GROUND CLAMP

GROUNDING ELECTRODE
ELECTRODE

GROUNDING

FOUNDATION FOR STEEL POLE

FACE OF CONCRETE

FACE OF WOOD POLE OR

SERVICE CONDUIT

T
Y

P
E
 
1
 

C
O

N
D

U
I
T

PHOTOELECTRIC UNIT

CONDUIT TO

BY THE SERVICE UTILITY)

LOCATED IN PULL BOX IF PERMITTED

GROUNDING ELECTRODE (MAY BE

UTILITY WOOD POLE

EXISTING SERVICE

FRAME TO POLE

STRAP SERVICE

(CADMIUM-PLATED NUTS AND WASHERS)

BOLTED TO POLE AND SERVICE FRAME

12 GAGE Galv SHEET METAL STRAP

(OUTDOOR TYPE) FACTORY WIRED

SOCKET WITH TEST BLOCK SHELF

100 A, 600 V ENCLOSED METER

Min

18"

Min

18"
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WOOD POLE

SERVICE UTILITY

SERVICE FRAME

SHEET METAL (Galv)

(PAINTED) OR 8 GAGE

�" EXTERIOR PLYWOOD

INSCRIBE "GROUND" ON COVER

SERVICE PULL BOX.

10" Ø PRECAST CONCRETE

ELECTRICAL SYSTEMS

(SERVICE EQUIPMENT)

ES-2A

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

TYPE SCE-1
TYPE SCE-2

FRONT VIEW

3

   INSTALL REQUIRED SERVICE RISER AND EQUIPMENT.

B. STATE OWNED POLE. THE CONTRACTOR SHALL FURNISH AND

 

   OTHER EQUIPMENT AS NEEDED.

   INSTALL REQUIRED SERVICE RISER, PEU WITH CONDUCTORS AND

A. UTILITY OWNED POLE. THE SERVICE UTILITY WILL FURNISH AND

 

BREAKER, UNLESS OTHERWISE SHOWN.

SERVICE ENCLOSURE WITH A MINIMUM 60 A RATED MAIN CIRCUIT

 

METER SOCKET.

 

Hex HEAD WOOD SCREW WITH WASHER, Typ

Hex HEAD WOOD SCREW WITH WASHER, Typ

DETAIL B

DETAIL E

DETAIL A

DETAIL D

DETAIL C

NOTES:

See Note 3 See Note 4

SERVICE

(RULE 16)

TYPE PG&E

LEGEND:

BY THE SERVICE UTILITY

CONDUIT HUB AS REQUIRED

CONDUIT AND RAIN TIGHT

ENCLOSURE

AND FUNCTION ON

EQUIPMENT, VOLTAGE

PERMANENTLY LABEL

VOLTAGE AND FUNCTION IN ENCLOSURE

PERMANENTLY LABEL EQUIPMENT,

   locate ground clamp in nearest pull box.

   pull box and locate ground clamp above ground or

   or paved areas. In unpaved areas, omit special service

   equipment enclosure. Installation shown is for sidewalk

   between grounding electrode and the pole or service

   Use where service utility requires 18" clearance

 

   conductor from mechanical damage.

   extend to protect grounding electrode

   must be accessible. Conduit must

   Ground clamp and required fittings

 

   service equipment enclosure.

   Type ˛˛˛  complete free-standing

 

   on the side of a controller cabinet.

   Type ˛˛  service equipment enclosure mounted1.

2.

3.

4.

SERVICE UTILITY

AS REQUIRED BY THE

GROUNDED TYPE BUSHING

TYPE 3 CONDUIT WITH A
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See Notes 1 and 2
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THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

COPIES OF THIS PLAN SHEET.

THE ACCURACY OR COMPLETENESS OF SCANNED

Aziz Gabriel

Theresa

E15129

6-30-16

SERVICE UTILITY SHALL DETERMINE THE EXACT LOCATION.

FURNISHED AND INSTALLED BY THE CONTRACTOR.

SERVICE PULL BOX, No. 5 UNLESS OTHERWISE NOTED,

 

FLASHING BEACON CONTROL ASSEMBLY.

 

�"C, 1#6. SEE DETAIL E.

 

CONDUIT, LENGTH AND SIZE AS REQUIRED.

 

SERVICE EQUIPMENT ENCLOSURE’S GROUNDING ELECTRODE.

CARRIED THROUGH THE CONDUIT RUN AND ATTACHED TO THE

A GROUNDING CONDUCTOR MUST BE ATTACHED TO THE BUSHING,

INSTALLED AT UPPER END OF THE METALLIC POLE RISER CONDUIT.

2"C, SERVICE CONDUIT MUST HAVE A GROUNDED TYPE BUSHING

October 30, 2015


